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| check valves

The check valves in the VNR Series are available with M5

(10-32 UNF), 1/8" and 1/4" ports. They must be used when it is
required to intercept a flow in one direction only. The design of
these valves is of the poppet type and this feature allows opera-
tion at low pressures both when there is a free flow and during
refention.

Materials used:

- 0758 (brass) body, Nickel Plated (1/4")

- Buna-N seals

- stainless steel spring

VNR-205-M5

Qn** = 150 NL/minMinimum operating pressure = 1 bar (14.5 psi)
VNR-210-02

Qn* = 600 NL/minMinimum operating pressure = 0.3 bor (4.3 psi)

VNR-843-07TF

Qn* = 1400 NL/minMinimum operating pressure = 0.2 bar (2.9 psi)
* (n = determinated with é bor and Dp = 1 bar

** (n = determinated with 6 bor and Dp = 2 bor

DIMENSIONS
Mod. R L 8] sw
VNR-205-M5  10-32UNF 25 6 8

VNR-210-02 1/8" 3 7 13
VNR-843-07TF  1/4" 48 9 17
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I Quick exhaust valves Series VSO

Quick exhaust valves are commonly used to increase the speed
of cylinders or for rapid depressurisation of tanks containing
compressed air. The models VSO 425-M5 and VSO 426-04
are specially designed for mounting on solenoid valves and
valves incorporating a 5/32" 0.D. port. We recommend that a
silencer be mounted on the outlet (2931-M5).

Materials used:

- 0758 (brass) body, Nickel Plated
- Buna-N seals

VS0 425-M5

Nominal flowrate

from P — A Qn* 30 NL/min. [1.06 SCFM]

from A — R Qn* 80 NL/min. [2.83 SCFM]

Qn* = determinated with 6 bor [87 psi] ond DP = 1 bar (14.5 psi)
Minimum operating pressure = 1 bar (14.5 psi)

(v Rating
fromP > A: Cv=0.04
fromA >R Cv=0.09
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VS0 426-04

The tompany reservas the tight te very models cad dimensions without notice
These products are designed for industiiol applications ond are nor switeble for sale to the genaral public
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http://www.hitechcontrols.com/info/camozzi.html?ex=e3iejl-4aq1oy-v99j6m-pkjrqr
http://www.hitechcontrols.com/camozzi/index.htm?ex=e3iejl-4aq1oy-v99j6m-kyhcg0
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l Quick exhaust valves Series VSC

Quick exhaust valves are commonly used to increase the

speed of cylinders or for rapid depressurisation of tanks

containing compressed air. We recommend thot o silencer
be mounted on the outlet.

Materials used:

- 0758 (brass) body, Nickel Plated

- Desmopan seal (polyvrethane)

VSC588-02 Qn=P - A650NL/min  Qn=A— R 1000 NL/min L2
Minimum operafing pressure = 0,5 bar I
VSC544-04 Qn=P —AT100 NL/min  Qn=A — R 1900 NL/min
Minimum operating pressure = 0,3 bar
VSC538-06 QOn="P — A4500 NL/min  Qn=A — R 6300 NL/min

Minimum operating pressure = 0,2 bar
VSC522-08 Qn=P — A4500 Ni/min  Qn=A — R 6300 NL/min =
Minimum operofing pressure = 0,2 bar {
| . — L. &
* Qn = determinoted with 6 bar and Dp = 1 bar
sl Nsw
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DIMENSIONS (in inches) Flow (Qn)
PoA AR —
Mod. B D L 12 SW[SM o SGM E@p
NPTF
VSC 588-02 1/8" 1102 1437 984 551 229 0.8 35.3 1.05
VSC 544-04 1/4" 1299 1653 1122 669 | 388 1ls 67.1 2.00
VSC 538-06 3/8" 1692 2263 1555 944 | 1589 473 2225 6.62
VSC 522-08 1/2" 1.692 2302 1555 944 | 1589 473 2225 6.67
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The company raservas the fight 1o vary models ond dimeosions withaut notice
94 These praducts are designed for industeinl epplications ond sre not seitable for sale 1o the general public
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