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Series VSC and VSO Cv=.05-4.73
Quick Exhaust Valves

Quick exhaust valves VSC, VSO

Ports M5 (10-32 UNF), 1/8", 1/4",
3/8",1/2", NPTF

cartridge o4 mm (5/32" 0.D.) (VSO only)

II'E(I'IIIICM SPECIFICATIONS

Construction Poppet fype
Mounting Iirline
Maoericls Nickekplated brass body, Buno-N seals, Polyurethane seals
Port sizes M5 (10:32 UNF), 1/8%,1,/4", 3/8", 1/2" NPTF; 5/32" 0.. cartridge
Installafion Indine
Operafing femperafure 32°F-175°F, (dry air necessory down fo - 4° F)
Fluid Filtered air (25 micron o less)
Lubricont 0il compaiible with Buna-N, (3° - 10° E) (ISOVG32 grode)
IPIIEUHA'I'I( DATA
Operating pressure 0.3-10 bor, (5- 145 psi)
Nominal pressure 6 bar (87 psi)
Nominal flow
Series VSC: P—=A 1/8" =650 NL/min, (22.9 SCEM) 1/4" = 1100 NL/min. (3.8 SCFM)
3/8" =4500 NL/min. (158.9 SCEM) 1/2" = 4500 NL/min. (158.9 SCFM)
AR, 1/8"=1000 NL/min, (35.3 SCFM) 1/4" = 1900 NL/min. (67.1 SCFM)
3/8" = 6300 NL/min, (222.5 SCFM) 1/2" = 6300 NL/min. (222.5 SCFM)
SeriesVS0: ~ P— A, 5/3270.0. =30 NL/min. (1.06 SCFM)
Lubricant A—R, 5/32°00. = B0 NL/min. (2.82 SCEM)
v Seq Tuble

*Qn flowrate (SCFM) determined with o supply pressure of 6 bor, (87 psi), and with a pressure drop of 1 bar, (14.5 psi).
** Soft-seal repair kits ore ovailoble for Series VSC Quick-exhaust valves.

***Dimensions ore in millimeters.

The company reserves tha right te very modals ood dimensions without notice
These praducts are designed Fer Indusreiel applicatiens and are wot suiteble for sale te the geserol public
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IQuick exhaust valves Series VSO (connections are all 5/32° OD)

Quick exhaust valves are commonly used to increase the speed of
cylinders or for rapid depressurisation of tanks containing compressed
air. The models VSO 425-M5 ond VSO 426-04 are speciolly
designed for mounting on solenoid valves and valves incorporating o

5/32" 0.D. port. We recommend thot o silencer be mounted on the -
outlet (2931-M5). VS0 425-M5 —
Materials used: %)
- 0T58 (brass) body, Nickel Plated -
- Buno-N seals
Nominal flowrate --
from P®A Qn* 50 NL/min. (1.76 SCFM) —
from A®R Qn* 100 NL/min. (3.53 SCFM)
Qn* = deferminated with 6 bar (87 psi) and DP = 1 bar (14.5 psi) :
Minimum operating pressure = 1 bor (14.5 psi) ()
Cv Rating —
fromP®RA: Cv=0.05
from ABR: C(v=0.1 —
VSO0 426-04
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V50 426-04 : W
] qick exnaust valves series VsC

Quick exhaust valves are commonly used to increase the
speed of cylinders or for rapid depressurisation of tanks
containing compressed air. We recommend that o silencer
be mounted on the outlet.

Materiols vsed:

- 0758 (bross) body, Nickel Plated

- Desmopaon seal (polyurethane)

VSC 588-02 (Qn=P®EA 650 NL/min Qn=A®R 1000 NL/min
Minimum operating pressure = 0,5 bar

VSC544-04 Qn=PRATI00NL/min  Qn=A®R 1900 NL/min
Minimum operating pressure = 0,3 bar

VSC 538-06 Qn=PRA4500 NL/min  Qn=ARR 6300 NL/min
Minimum operating pressure = 0,2 bar

VSC 522-08  Qn="P®A 4500 NL/min  Qn=A®R 6300 NL/min
Minimum operafing pressure = 0,2 bar

* Qn = determinated with 6 bor and Dp = 1 bar
DIMENSIONS (i inches) Flow (Gn "
Inlet P—~A  Exhausting A—R
Mod. B D L 12 SW | SCFM  Cv  SCEM Qv
NPTF
VSC588-02 1/8" 1.102 1437 984 551 | 229 048 353 1.05 11
VSC544-04 1/4" 1299 1653 1122 669 | 388 116 671 200 A
VSC538-06 3/8° 1692 2263 1555 944 | 1589 473 225 642 £ ?_'Ig -
VSC522-08 1/2° 1692 2302 1555 944 | 1589 473 2225 6.62
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