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SUPERFLEX CONDUIT SERIES 
-------------------------------------------------------------------------------
CONDUITS- Compatible Fittings On Page 14-15 

Superflex Conduit 

Conduit 
Size 
10 
12 
17 
23 
29 
37 
50 

Straight Fitting 
TURN TO SEAL 

Thread 

Roll Length 
(Feet) 
164 
164 
164 
164 
82 
82 
82 

Body 

The SUPERFLEX Conduit is made of a special plastic blend 
allowing for greater movement. Due to its higher flexibility, 

it is an ideal solution for drag chain, robotics and similar 
dynamic applications. 

Inner Dia. (A) x Outer Dia. (B) 
Inches (mm) 

.39 X .51 (9.9 X 12.9) 
.48 X .62 (12.2 X 15.7) 
.65 X .83 ( 16.6 X 21 ) 

.88 X 1.12 (22.4 X 28.4) 
1.11 X 1.36 (28.3 X 34.5) 
1.40 X 1.67 (35.5 X 42.3) 
1.87 X 2.13 (47.5 X 54.2) 

(/) 
Suggested Clearance 

Hole for Non-Threaded 
Mounting 

Wrench Flat Wrench Flat 

MATERIAL THERMOPLASTIC ELASTOMER 

PROTECTION CATEGORY IP 54, IP 65 

OPERATING TEMPERATURE -58°F- 320°F (-sooc- 160°C) 

COLORS 

Fits Turn-to-Seal Fittings 

PG 7, 3/8"NPT, PG 9, M 16 
PG 11 , 3/8"NPT 
PG 16, 1/2"NPT 

PG 21, 3/4" NPT, M 25 
PG 29, 1" NPT, M 32 
PG 36, 1-1/4"NPT 

PG48, 2"NPT 

MATERIAL 

PROTECTION CATEGORY 

OPERATING TEMPERATURE 

Inside Clearance 

Part Numbers 
SM-1013-HY 
SM-1216-HY 
SM-1721-HY 
SM-2328-HY 
SM-2934-HY 
SM-3642-HY 
SM-4854-HY 

BLACK 

NYLON- POLYAMIDE 

IP65 

-40°F - 230°F ( -40°C - 11 0°C) 

Thread Type Length (TL) Length (L) (Body) (F) (Dome) (F1) Diameter (d) Hole(A) Fits to 
and Size in(mm) in(mm) in(mm) in(mm) in(mm) +.01 " (.25 mm) Poleon DN Part Numbers 

PG7 .31 (8) 1.02 (26) .75 (19) .87 (22) .33 (8.5) .49 (12.5) 10 ST07AA-BK 
PG7 .31 (8) 1.02 (26) .75 (19) .87 (22) .33 (8.5) .49 (12.5) 8 ST07AR-BK 
PG9 .31 (8) 1.02 (26) .75 (19) .87 (22) .43(11) .60 (15.2) 10 ST09AA-BK 
PGll .31 (8) 1.02 (26) .87 (22) .94(24) .55(14) .73 (18.5) 12 ST11AA-BK 
PG16 .31 (8) 1.02 (26) 1.06 (27) 1.18 (30) .67 (17) .89 (22.5) 17 ST16AA-BK 
PG21 .39 (1 0) 1.34 (34) 1.50 (38) 1.50 (38) .91 (23) 1.12 (28.4) 23 ST21AA-BK 
PG29 .39 (1 0) 1.34 (34) 1.81 (46) 1.81 (46) 1.22 (31) 1.47 (37.3) 29 ST29AA-BK 
PG36 .59 (15) 1.73 (44) 2.17 (55) 2.40 (61) 1.57 (40) 2.13 (54.1) 37 ST36AA-BK 
PG48 .59 (15) 1.97 (SO) 2.55 (65) 2.91 (74) 2.01 (51) 2.34 (59.4) so ST48AA-BK 

3/8"NPT .55 (14) 1.02 (26) .87 (22) .94(24) .47 (12) .68 (17.2) 12 ST11 NA-BK 
1/2" NPT .51 (13) 1.02 (26) 1.06 (27) 1.18 (30) .55(14) .83 (21 .1) 17 ST16NA-BK 
3/4"NPT .55 (14) 1.22 (31) 1.46 (37) 1.50 (38) .75 (19) 1.05 (26.7) 23 ST21 NA-BK 
1"NPT .75 (19) 1.25 (32) 1.81 (46) 1.81(46) 1.02 (26) 1.35 (34.3) 29 ST29NA-BK 

1-1/4"NPT .71 (18) 1.73 (44} 2.17 (55} 2.40 (61) 1.38 (35) 1.7 (43.2) 37 ST36NA-BK 
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