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The Standard Nylon Conduit system is suitable for static and moderate dynamic installations 

Nylon-Conduit 

Size Inside Diameter (d) 
DN in(mm) 

6 .26 (6.5) 
8 .33 (8.5) 
10 .39 (1 0) 
12 .47 (12) 
14 .56 (14.2) 
17 .65 (16.5) 
23 .91 (23) 
29 1.14 (29) 
37 1.42 (36) 
50 1.89 (48) 

Nylon-Conduit Slit 

Size Inside Diameter (d) 
DN in(mm) 
6 .26 (6.5) 
10 .39 (1 0) 
12 .47 (12) 
14 .56 (14.2) 
17 .65 (16.5) 
23 .91 (23) 
29 1.14 (29) 
37 1.42 (36) 
50 1.89 (48) 

Outside Diameter (D) r.S: in(mm) 

.39 (1 0) 15 
.45 (11.4) 25 
.51 (13) 25 

.62 (15.8) 35 

.72 (18.4) 35 

.83 (21.2) 40 
1.12 (28.4) 45 
1.36 (34.5) 55 
1.67 (42.5) 65 
2.15 (54.5) 80 

Outside Diameter (D) r.S: in(mm) 
.39 (1 0) 15 
.51 (13) 25 

.62 (15.8) 35 

.72 (18.4) 35 

.83 (21.2) 40 
1.12 (28.4) 45 
1.36 (34.5) 55 
1.67 (42.5) 65 
2.15 (54.5) 80 

MATERIAL 

COLORS 

Roll 
Length (ft) 

328 
164 
328 
164 
164 
164 
164 
82 
82 
82 

MATERIAL 

COLORS 

Roll 
Length (ft) 

328 
328 
164 
164 
164 
164 
82 
82 
82 

UL 94/ IP 54 

NYLON- POLYAMIDE 

BLACK (RAL 9005), OPTIONAL GREY (RAL 7031) 

Part Numbers 
SM-0610-BK 
SM-0811-BK 
SM-1013-BK 
SM-1216-BK 
SM-1419-BK 
SM-1721-BK 
SM-2328-BK 
SM-2934-BK 
SM-3642-BK 
SM-4854-BK 

UL 94 I IP 50/55 

NYLON- POLYAMIDE 

BLACK (RAL 9005), OPTIONAL GREY (RAL 7031) 

Part Numbers 
PS-0610-BK 
PS-1013-BK 
PS-1216-BK 
PS-1419-BK 
PS-1721-BK 
PS-2328-BK 
PS-2935-BK 
PS-3743-BK 
PS-5055-BK 


